Annex 2A


	Repairing works in the School №2 from Chitcani village, Slobozia rayon
	Form No.1
WinСmeta



	(name of the site)
	


LOCAL ESTIMATES № 1
Repairing works 
Concluded based on current prices 
	№


	Symbol of the norm and resource code 
	Works and expenses
	U.M.
	Quantity according to the design data
	Estimate value, USD

	
	
	
	
	
	Per U.M.
————

incl. salary

	Total

—————

incl. salary



	1
	2
	3
	4
	5
	6
	7

	 
	
	1. General repairing works
	
	
	
	

	
	
	1.1. Repairing works for the roof of the main block 
	
	
	
	

	
	
	1.1.1. Roof 
	
	
	
	

	1
	RpCI42B
	Dismantling roof elements – asbestos-cement cover and framing elements 
	m2
	2 533,220
	
	

	2
	RpCH32B
	Displacing the wood boards and the roof elements – framing of the roof, by undoing all the component elements, including the sorting of the resulted materials 50%


	m2
	900,000
	
	

	3
	RpCH02A
	Resinous wooden framing, on simple roofs, with one with up to 4 slopes, for covering from cardboard, board, tile, roofing slates, tiling, etc. from square timber, for light roofs 

	m2
	900,000
	
	

	4
	RpCH05G
	Replacing the deteriorated framing elements with new ones – broads of resinous cases 

	m
	87,500
	
	

	5
	CE41A
	Assembling the antiseptic treatment spars 

	m3
	7,800
	
	

	6
	RpCH07A1
	Repairing the revetment of the covering of resinous boards, of 24 mm width, executed via replacement of the broken revetment with chipboard or fiberboard plates or boards for usual constructions, for total replacement of the revetment 


	m2
	2 533,220
	
	

	7
	CE07A
	Covering from imprinted board plates (roof tile) of 0,5 mm for roof covering (Monterey type or equivalent with the consumption norm- 1,22 m2/1 m2 of roof) 


	m2
	2 533,220
	
	

	8
	CN50C
	Fireproofing treatment of the carpentry, stave-based screen for coverings and revetment 
	100m2
	25,332
	
	

	9
	CN51F
	Antiseptic treatment of the carpentry, on apparent areas with antiseptic paste: needling, ribs. 


	100m2
	25,332
	
	

	10
	CE17A
	Additional polymeric membrane for anticondens layer, assembled under the tile covering imprinted board plates
	m2
	2 533,220
	
	

	11
	CE42A
	Execution of dormers 

	piece
	5,000
	
	

	12
	RpCH08B
	Cornice boarding from resinous boards rasped and rabbeted on one side, with the initial thickness of 24 mm, including the necessary fascia boards from pine boards with thickness of 28 mm, rasped on both side with apparent consoles, rasped and profiled. Wooden panels 

	m2
	299,300
	
	

	13
	CN16D
	Painting with oil-based paints and lacs applied on the carpentry, executed with 2 layers of enamel for decking

	m2
	299,300
	
	

	14
	CE20A
	Systems of brass-type ditches from anticorrosive protected board 

	m
	352,120
	
	

	15
	CE22A
	Systems of brass-type tubing from anticorrosive protected board 

	m
	175,000
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Roof
Including salary 
	
	
	
	

	
	
	1.1.2. Domes 
	
	
	
	

	16
	RpCH02A
	Resinous wooden framing, on simple roofs, with up to 4 slopes, for covering from cardboard, board, tile, roofing slates, tiling, etc. from square timber, for light roofs

	m2
	18,450
	
	

	17
	RpCH07A1
	Repairing the covering revetment from resinous boards, with thickness of 24 mm, executed by replacing the damaged revetment with chipboard or fiberboard plates for usual constructions, for the full replacement of the revetment 


	m2
	18,450
	
	

	18
	CE07A
	Covering from imprinted board plates (roof tile) for covering the roofs (Lindab type or equivalent)


	m2
	18,450
	
	

	19
	CK17A
	Paneling executed on the site in quantities over 10 m2 from resinous timber, in panels and cases or plates (coating the dome)


	m2
	18,450
	
	

	20
	CN16D
	Painting with oil-based paints and lacs applied on the carpentry, executed with 2 layers of enamel for decking


	m2
	18,450
	
	

	21
	CE20A
	Systems of brass-type ditches from anticorrosive protected board 


	m
	4,600
	
	

	22
	CE22A
	Systems of brass-type tubing from anticorrosive protected board 


	m
	6,000
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Domes 
Including salary 
	
	
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Repairing works for the roof of the main block 
Including salary 
	
	
	
	

	
	
	1.2. Repairing works for the roof of the auxiliary block 
	
	
	
	

	
	
	1.2.1. Roof 
	
	
	
	

	23
	RpCI42B
	Dismantling roof elements – asbestos-cement cover and afferent elements 


	m2
	174,190
	
	

	24
	RpCH32B
	Displacing the wood boards and the roof elements – framing of the roof, by undoing all the component elements, including the sorting of the resulted materials 


	m2
	86,700
	
	

	25
	RpCH02A
	Resinous wooden framing, on simple roofs, with up to 4 slopes, for covering from cardboard, board, tile, roofing slates, tiling, etc. from square timber, for light roofs
	m2
	86,700
	
	

	26
	CE41A
	Assembling the spars with antiseptic treatment 

	m3
	2,800
	
	

	27
	RpCH07A1
	Repairing the revetment of the covering of resinous boards, of 24 mm width, executed via replacement of the broken revetment with chipboard or fiberboard plates or boards for usual constructions, for total replacement of the revetment 


	m2
	174,190
	
	

	28
	CE07A
	Covering from imprinted board plates (roof tile) for roof covering (Monterey type or equivalent with the consumption norm - 1,18 m2/1 m2 of roof)


	m2
	174,190
	
	

	29
	CN50C
	Fireproofing treatment of the carpentry, stave-based screen for coverings and revetment 
	100m2
	1,742
	
	

	30
	CN51F
	Antiseptic treatment of the carpentry, on apparent areas with antiseptic paste: needling, ribs. 


	100m2
	1,742
	
	

	31
	CE17A
	Additional polymeric membrane for anticondens layer, assembled under the tile covering imprinted board plates
	m2
	174,190
	
	

	32
	CE42A
	Execution of dormers 

	piece
	1,000
	
	

	33
	RpCH08B
	Cornice boarding from resinous boards rasped and rabbeted on one side, with the initial thickness of 24 mm, including the necessary fascia boards from pine boards with thickness of 28 mm, rasped on both side with apparent consoles, rasped and profiled. Wooden panels 


	m2
	40,900
	
	

	34
	CN16D
	Painting with oil-based paints and lacs applied on the carpentry, executed with 2 layers of enamel for decking 
	m2
	40,900
	
	

	35
	CN16D
	Painting with oil-based paints and lacs applied on the carpentry, executed with 2 layers of enamel for decking (frontons)


	m2
	54,900
	
	

	36
	CE20A
	Systems of brass-type ditches from anticorrosive protected board 


	m
	54,900
	
	

	37
	CE22A
	Systems of brass-type tubing from anticorrosive protected board 


	m
	16,300
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Roof
Including salary 
	
	
	
	

	
	
	1.2.2. Domes 
	
	
	
	

	38
	RpCH02A
	Resinous wooden framing, on simple roofs, with up to 4 slopes, for covering from cardboard, board, tile, roofing slates, tiling, etc. from square timber, for light roofs 
	m2
	3,500
	
	

	39
	RpCH07A1
	Repairing the revetment of the covering of resinous boards, of 24 mm width, executed via replacement of the broken revetment with chipboard or fiberboard plates or boards for usual constructions, for total replacement of the revetment 


	m2
	3,500
	
	

	40
	CE07A
	Covering from imprinted board plates (roof tile) for covering the roofs (Lindab type or equivalent)


	m2
	3,500
	
	

	41
	CK17A
	Paneling executed on the site in quantities over 10 m2 from resinous timber, in panels and cases or plates (coating the dome)


	m2
	3,700
	
	

	42
	CN16D
	Painting with oil-based paints and lacs applied on the carpentry, executed with 2 layers of enamel for decking 


	m2
	3,700
	
	

	43
	CE20A
	Systems of brass-type ditches from anticorrosive protected board 


	m
	2,210
	
	

	44
	CE22A
	Systems of brass-type tubing from anticorrosive protected board 


	m
	2,500
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Domes
Including salary 
	
	
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total repairing works for the roof of the auxiliary block 
Including salary 
	
	
	
	

	
	
	1.3. Repairing works for the roof of the food unit
	
	
	
	

	
	
	1.3.1. Roof
	
	
	
	

	45
	RpCI42B
	Dismantling roof elements – asbestos-cement cover and framing elements 


	m2
	336,470
	
	

	46
	RpCH32B
	Displacing the wood boards and the roof elements – framing of the roof, by undoing all the component elements, including the sorting of the resulted materials 


	m2
	163,240
	
	

	47
	RpCH02A
	Resinous wooden framing, on simple roofs, with up to 4 slopes, for covering from cardboard, board, tile, roofing slates, tiling, etc. from square timber, for light roofs 
	m2
	163,240
	
	

	48
	CE41A
	Assembling spars with antiseptic treatment


	m3
	4,800
	
	

	49
	RpCH07A1
	Repairing the revetment of the covering of resinous boards, of 24 mm width, executed via replacement of the broken revetment with chipboard or fiberboard plates or boards for usual constructions, for total replacement of the revetment 


	m2
	336,470
	
	

	50
	CE07A
	Covering from imprinted board plates (roof tile) for roof covering (Monterey type or equivalent with the consumption norm - 1,22 m2/1 m2 of roof)

	m2
	336,470
	
	

	51
	CN50C
	Fireproofing treatment of the carpentry, stave-based screen for coverings and revetment. 


	100m2
	3,365
	
	

	52
	CN51F
	Antiseptic treatment of the carpentry, on apparent areas with antiseptic paste: needling, ribs. 


	100m2
	3,365
	
	

	53
	CE17A
	Additional polymeric membrane for anticondens layer, assembled under the tile covering imprinted board plates
	m2
	336,470
	
	

	54
	CE42A
	Execution of dormers 

	piece
	1,000
	
	

	55
	RpCH08B
	Cornice boarding from resinous boards rasped and rabbeted on one side, with the initial thickness of 24 mm, including the necessary fascia boards from pine boards with thickness of 28 mm, rasped on both side with apparent consoles, rasped and profiled. Wooden panels 


	m2
	53,840
	
	

	56
	CN16D
	Painting with oil-based paints and lacs applied on the carpentry, executed with 2 layers of enamel for decking 
	m2
	53,840
	
	

	57
	CE20A
	Systems of brass-type ditches from anticorrosive protected board 


	m
	71,400
	
	

	58
	CE22A
	Systems of brass-type tubing from anticorrosive protected board 


	m
	15,400
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Roof 
Including salary 
	
	
	
	

	
	
	1.3.2. Domes 
	
	
	
	

	59
	RpCH02A
	Resinous wooden framing, on simple roofs, with up to 4 slopes, for covering from cardboard, board, tile, roofing slates, tiling, etc. from square timber, for light roofs 
	m2
	4,200
	
	

	60
	RpCH07A1
	Repairing the revetment of the covering of resinous boards, of 24 mm width, executed via replacement of the broken revetment with chipboard or fiberboard plates or boards for usual constructions, for total replacement of the revetment 


	m2
	4,200
	
	

	61
	CE07A
	Covering from imprinted board plates (roof tile) for covering the roofs (Lindab type or equivalent) 

	m2
	4,200
	
	

	62
	CK17A
	Paneling executed on the site in quantities over 10 m2 from resinous timber, in panels and cases or plates (coating the dome)


	m2
	4,200
	
	

	63
	CN16D
	Painting with oil-based paints and lacs applied on the carpentry, executed with 2 layers of enamel for decking 


	m2
	4,200
	
	

	64
	CE20A
	Systems of brass-type ditches from anticorrosive protected board 


	m
	4,200
	
	

	65
	CE22A
	Systems of brass-type tubing from anticorrosive protected board 


	m
	6,200
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Domes
Including salary 
	
	
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Repairing works for the roof of the food unit 
Including salary 
	
	
	
	

	
	
	1.4. Heating of the main block, partially
	
	
	
	

	66
	RpIF01A
	Draining the central heating installation so as to perform the repairing works 


	m2
	458,360
	
	

	67
	RpIC19D
	Dismantling the black pipe, for installations, assembled in the central heating installation by welding, in social purpose and dwelling buildings, when linking the distribution devices, columns etc. with a diameter of 2 1/2" -3"


	m
	635,600
	
	

	68
	RpIC19A
	Dismantling the black pipe, for installations, assembled in the central heating installation by welding, in social purpose and dwelling buildings, when linking the distribution devices, columns etc. with a diameter of 3/8" - 3/4"


	m
	184,150
	
	

	69
	RpIB11A
	Dismantling the radiators to be liquidated  


	m2
	240,000
	
	

	70
	RpIB11C
	Dismantling the consoles or the supporting devices for liquidation  


	piece
	392,000
	
	

	71
	RpIC35A
	Executing the conjunction of steel pipes’ ramifications for constructions, with diameter 54x3.5-60x3.5


	piece
	16,000
	
	

	72
	RpIF09B
	Insulating the pipes with special insulation collars, introduced on the pipes, with diameter and width from  D=12x9 to D=54x9 mm. Sleeves


	m
	82,000
	
	

	73
	RpCU05G
	Executing the perforation for the pipes or ties in the walls of bricks of 26 -50 cm thickness 


	piece
	82,000
	
	

	74
	RpCU07B
	Caulking the holes in the walls with cement-lime mortar, after installations or consolidations 

	piece
	82,000
	
	

	75
	RpID07A
	Assembling the airing taps with valves, with the mobile key with dn=3/8"


	piece
	98,000
	
	

	76
	IC10F
	Black steel pipe with fillet and sleeve assembled by being screwed to the distribution pipes, in central heating installation for dwellings and social-cultural purpose buildings, the pipe has the diameter of 45x2.5


	m
	315,000
	
	

	77
	IC10B
	Black steel pipe with fillet and sleeve assembled by being screwed to the distribution pipes, in central heating installation for dwellings and social-cultural purpose buildings, the pipe has the diameter of 20x2.5


	m
	284,150
	
	

	78
	ID04B
	Passing or retaining tap with sleeves for central heating installations, having the nominal diameter d=45


	piece
	28,000
	
	

	79
	ID01B
	Tap with valve with double control (supply or return) for central heating installations, having the nominal diameter 3/4" -1"


	piece
	56,000
	
	

	80
	IB01A
	Cast iron radiators type MS 104  (375.00 sections) standard for the radiator 3.125 sections/m2 
	m2
	240,000
	
	

	81
	IB20A
	Support elements for the heating bodies, assembled in the brick wall.

	piece
	56,000
	
	

	82
	RpIC28B
	Assembling or intercalating on the pipes the fittings, to the existing pipes of central heating (sleeve, nipple, joint, T-joint, plug, reductions, Holland connector, etc.), with diameter d=25


	piece
	186,000
	
	

	83
	IC40C
	Bracket for fixing the steel pipes for central heating or gas installation, assembled on gimlets of  2 1/2" - 4",  PVC gimlets on brick walls 

	piece
	45,000
	
	

	84
	IE01A
	Performing the under pressure impermeability testing of the central heating installation, having pipes from steel, copper, polyethylene or polypropylene, with heating bodies, heating devices, fittings, distributors, collectors, reservoirs, and airing taps, with the total area of the heating bodies up to 100 m2

	m2
	254,000
	
	

	85
	IE02A
	Performing the dilatation – contracting and operation testing of the central heating installation, having pipes from steel, copper, polyethylene or polypropylene, with heating bodies, heating devices, fittings, distributors, collectors, reservoirs, and airing taps, with the total area of the heating bodies up to 100 m2

	m2
	254,000
	
	

	86
	IE08A
	Washing with drinking water the internal installation of central heating, the total area of the bodies being up to 100 m2

	m2
	254,000
	
	

	87
	CN23A
	Paintings of superior quality of the functional installations, executed with oil-based paint on pipes with the exterior diameter up to 34 mm inclusively 

	m
	315,000
	
	

	88
	CN23B
	Paintings of superior quality of the functional installations, executed with oil-based paint on pipes with the exterior diameter over 34 mm inclusively 

	m2
	254,000
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Heating of the main block, partially 
Including salary
	
	
	
	

	
	
	1.5. Repairing works at the food unit 
	
	
	
	

	
	
	1.5.1. Floors of the food unit 
	
	
	
	

	89
	CG01A
	Supporting layer for flooring executed from cement mortar M 100-T of 3 cm thickness with delicately smoothed face 

	m2
	56,100
	
	

	90
	CG17D
	Flooring from ceramic plates including the support layer from adhesive mortar, executed on areas wider than 16 m2 - Betonocontact Fixator - 0,3 kg/m2 or equivalent

	m2
	248,500
	
	

	91
	CG18A
	Horizontal plinths with maximum height of 15 cm for the walls out of ceramic plates fixed with cement mortar M 100-T, including the cleaning and washing with water, in premises with areas wider than 16 m2

	m
	145,600
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Floors of the food unit 
Including salary 
	
	
	
	

	
	
	1.5.2. Ceiling of the food unit 
	
	
	
	

	92
	СF59D
	Coating the surfaces with a layer of plasterboards executing the simple plain metallic carcass, with the height up to 4 m: ceilings with insulation 

	m2
	40,000
	
	

	93
	CF57A
	Manual application of the gypsum-based putty "Eurofin" or equivalent thickness 1,0 mm on the ceiling areas
	m2
	40,000
	
	

	94
	CN53A
	Coating the interior surface of the ceiling 

	m2
	40,000
	
	

	95
	CN06A
	Interior painting with paints based on vinyl copolymers in water emulsion,  applied in 2 layers on the existing fillings, executed manually 

	m2
	40,000
	
	

	96
	CK29F
	Suspended ceiling from pre-manufactured panels  type "Armstrong" or equivalent, including the system-grid et2 
	m2
	210,000
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Ceiling of the food unit 
Including salary 
	
	
	
	

	
	
	1.5.3. Repairing works of the food unit 
	
	
	
	

	97
	CN53A
	Coating the internal surfaces of the walls and ceilings 

	m2
	475,600
	
	

	98
	RpCJ03B
	Repairing of the brute interior coating, for walls of brick or concrete masonry, of 2.5 cm thickness, executed with cement-limestone 50 T type. Partially 

	m2
	275,800
	
	

	99
	CN53A
	Coating the internal surfaces of the walls and ceilings 


	m2
	475,600
	
	

	100
	CF50A
	Interior coating of 5 mm thickness, executed manually, with gypsum-based dry mixture, at walls and dividing walls, mechanic preparing of the mortar. 


	m2
	475,600
	
	

	101
	RpCJ18D
	Finishing with fillings on leveled interior coating of 0,7 mm thickness, with limestone paste and mixture of 100 kg gypsum per 1 m3 of limestone paste for walls and pylons 

	m2
	475,600
	
	

	102
	CN53A
	Coating the internal surfaces of the walls and ceilings 


	m2
	475,600
	
	

	103
	CI09A
	Plywood from porcelain tile plates,   mate, fixed on adhesive paste, including jointing with grout, executed on plain surfaces of walls, pylons and interior beams, applied with adhesive, in constructions in which specific requirements are imposed regarding the quality of design execution and the architectural value 
	m2
	18,200
	
	

	104
	CN06A
	Interior painting with paints based on vinyl copolymers in water emulsion,  applied in 2 layers on the existing fillings, executed manually 


	m2
	475,600
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Repairing works of the food unit 

Including salary 
	
	
	
	

	
	
	1.5.4. Exterior works 
	
	
	
	

	105
	RpCJ35B
	Discomposing the special exterior coating in stone dust, mosaic, etc. 

	m2
	201,900
	
	

	106
	RpCB02C1
	Concrete poured into molds (on one side), in continuous or isolated foundations, in weakly demanded radiation, for underground walls, parapets, massive etc., in existing buildings, concrete prepared with on-site concrete mixer and pouring with classical means of reinforced concrete C-10/8 Bc10 (B150), for underpinning works. Concreting the riprap and access stairs 
	m3
	6,600
	
	

	107
	RpCC04A1
	Formworks of resinous planks of wood, up to 6,00 m height, with concrete poured for completing or redoing, in existing constructions, of over 20 m height, of special type (for cases from variable sections, paneled floors, polygonal surfaces of the floors, etc.) excluding the supports  
	m2
	4,600
	
	

	108
	CN53A
	Coating the internal surfaces of the walls and ceilings 


	m2
	603,060
	
	

	109
	RpCJ12A
	Exterior plastering trowel, executed in cement mortar M 100-T of 2 cm average thickness, for walls from concrete or bricks, with plain surfaces 

	m2
	201,900
	
	

	110
	RpCJ30C1
	Repairing the special coating of the facades, executed in calcio-veccio, with the inferior layer of ground coat of 20 mm thickness of lime-cement mortar of type M 25T and superior layer of mosaic-based granulated mortar from limestone (stone dust) lime and mixture of 300 kg cement/m3 of mortar, executed with gravel and trowel with porous float plaster for new plastering works (total rebuilding )


	m2
	201,900
	
	

	111
	RpCJ12A
	Exterior plastering trowel, executed in cement mortar M 100-T of 2 cm average thickness, for walls from concrete or bricks, with plain surfaces. Basement 

	m2
	14,600
	
	

	112
	CI21A
	Plating the walls with ceramic-granite plates: size up to 400 x 400 mm. Plating the stairs 

	m2
	5,300
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Exterior works 
Including salary 
	
	
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Repairing works for the food unit 
Including salary 
	
	
	
	

	
	
	1.6. Transportation of waste 
	
	
	
	

	113
	RpCU09C
	Transportation with manual means through direct transportation up to 60 m distance with a loading up to 50 kg (for 1 m transported on the vertical is considered to be 10 on the horizontal)


	t
	46,300
	
	

	114
	TsI50A3
	Transportation of the ground with the dumper at a distance of 3 km


	t
	46,300
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Total Transportation of waste 
Including salary 
	
	
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Social and health insurance 
	27,5 %
	
	
	

	
	
	Total
	 
	
	
	

	
	
	Transport costs
	%
	
	
	

	
	
	Direct costs 
	 
	
	
	

	
	
	Overhead costs 
	 %
	
	
	

	
	
	Total
	 
	
	
	

	
	
	Total Works and general repairing  
Including salary 
	
	
	
	

	
	
	2. Electricity for the food unit 
	
	
	
	

	115
	RpEA05A
	Assembling the insulating, light flexible tube with flexible covering of plastic material (IPFY), with the diameter up to 15 mm


	m
	125,000
	
	

	116
	RpEB01A
	Assembling the masked conductors, copper, in tubes, protection elements, flush mountable, with the section up to 16 mm2. 2*1.5mm copper 

	m
	125,000
	
	

	117
	RpEA05C
	Assembling the insulating, light flexible tube with flexible covering of plastic material (IPFY), with the diameter over 25 mm


	m
	67,000
	
	

	118
	RpEB01A
	Assembling the masked conductors, copper, in tubes, protection elements, flush mountable, with the section up to 16 mm2. 2*1.5mm copper

	m
	67,000
	
	

	119
	RpEA05B
	Assembling the insulating, light flexible tube with flexible covering of plastic material (IPFY), with the diameter of 32


	m
	48,000
	
	

	120
	RpEB01B
	Assembling the masked conductors, copper, in tubes, protection elements, flush mountable, with the section up to 25 mm2. 4*4mm copper

	m
	48,000
	
	

	121
	RpEG05D
	Assembling the electricity distribution boards for apartments, including connection to the installation of the electrical block of 4 circuits without meter 

	piece
	1,000
	
	

	122
	RpEE14A
	Assembling the unipolar switchers – simple switcher type 1- symbol 0158


	piece
	4,000
	
	

	123
	RpEE03A
	Assembling bipolar sockets in normal constructions from bakelite or amino-plastic, double, water-proof construction, metallic or similar seals, assembled under coating or visibly on the wood or plastic gimlets 

	piece
	9,000
	
	

	124
	08-02-144-3
	Connecting the wires of the conductors or of the cables to the clamps, section up to 16 mm2


	100 piece
	4,000
	
	

	125
	RpEF02A
	Assembling the multiple fittings, for tubular fluorescent lamps, any type, ceiling or wall based, including the support device, type CGA 140-485 or equivalent completely equipped. 4*18W
	piece
	12,000
	
	

	126
	RpEF12A
	Assembling lamps (bulbs), type: with incandescent bulbs 18W or equivalent

	piece
	48,000
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Social and health insurance 
	27,5 %
	
	
	

	
	
	Total
	 
	
	
	

	
	
	Transportation costs
	%
	
	
	


	
	
	Direct cost 
	 
	
	
	

	
	
	Overhead costs 
	%
	
	
	

	
	
	Total Electricity at the food unit 
Including salary 
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Estimate benefit 
	 %
	
	
	

	
	
	Total
	 
	
	
	

	
	
	Total estimates:

Including salary 
	
	
	
	


	Compiled 
	

	                                       (position, signature, name, surname)

	Verified 
	

	                                      (position, signature, name, surname)


