Annex 2B


	Repairing works in the block for events’ and sport hall in Glinoie village, Slobozia rayon
	Form No.1
WinСmeta



	(name of the site)
	


LOCAL ESTIMATES No 1
Repairing works

Concluded based on current prices 

	No


	Symbol of the norm and resource code
	Works and expenses
	U.M.
	Quantity according to the design data
	Estimate value, USD

	
	
	
	
	
	Per U.M.

————

incl. salary


	Total

—————

incl. salary




	1
	2
	3
	4
	5
	6
	7

	 
	
	1. Construction works 
	
	
	
	

	
	
	1.1. Carpentry
	
	
	
	

	
	
	1.1.1. Dismantling
	
	
	
	

	1
	RpCO56A
	Dismantling of the wooden carpeting  (windows)


	m2
	148,660
	
	

	2
	RpCN12A
	Dismantling the profiles or ornaments made on the spot or pre-manufactured, for walls and ceilings, made on the sport with levelled templates up to 60 cm width Dismantling the sills


	m
	58,670
	
	

	3
	RpCI42A
	Dismantling the roof elements - gutters, downspouts, window sills , aprons, etc.


	m
	14,670
	
	

	4
	RpCO56A
	Dismantling of the wooden carpeting (doors)


	m2
	43,530
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	Total Dismantling
Including salary
	
	
	
	

	
	
	1.1.2. Mounting works
	
	
	
	

	5
	CK23C
	Plastic windows with one or more leafs with heights up to 35 m inclusively, having an area of the casement of over 2,5  m2 


	m2
	148,660
	
	

	6
	RpCP35A
	Replacing the window sills of plastic 

	m
	58,670
	
	

	7
	RpCP35B
	Replacing the window sills of aluminum


	m
	58,670
	
	

	8
	RpCP34A
	Replacing plastic doors , including accessories and hardware, mounted in masonry, concrete, replacers or on the counter-frame,  with an area less than 7 square meters. 
	m2
	30,280
	
	

	9
	RpCP36C
	Replacing the French doors with plastic profiles, of fixed panels and door panels.


	m2
	13,270
	
	

	10
	RpCJ06C
	Repairing the interior coating, around the cases and casing of the doors and windows, of 2 cm thickness, leveled, executed with cement-lime mortar of type 25 T, with right recesses in between 25 - 35 cm width, door and window cases. 


	m
	323,110
	
	

	11
	RpCJ06B
	Repairing the interior coating, around the cases and casing of the doors and windows, of 2 cm thickness, leveled, executed with cement-lime mortar of type 25 T, with right recesses in between 15 - 25 cm width. 


	m
	323,110
	
	

	12
	CF61A
	Continue levelling of surface (one layer coating) with dry mixture of gypsum: plane window and door jambs.


	m2
	145,840
	
	

	13
	CF57A
	Manual application of the gypsum-based putty of type "Eurofin" or equivalent thickness 1,0 mm on the ceiling, walls and columns’ areas. 


	m2
	145,840
	
	

	14
	CN53A
	Coating the internal surfaces of the walls and ceilings 


	m2
	145,840
	
	

	15
	CN06A
	Interior painting with paints based on vinyl copolymers in water emulsion,  applied in 2 layers on the existing fillings, executed manually.


	m2
	145,840
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	 Total  Mounting works  
Including salary
	
	
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	 Total  Carpentry  
Including salary
	
	
	
	

	
	
	1.2. Interior works 
	
	
	
	

	
	
	1.2.1. Heating events’ hall 
	
	
	
	

	16
	RpIF01A
	Draining the central heating installation so as to perform the repairing works


	m2
	98,000
	
	

	17
	RpIC19C
	Dismantling the black pipe, for installations, assembled in the central heating installation by welding, in social purpose and dwelling buildings, when linking the distribution devices, columns etc. with a diameter of 1 1/1" -2"


	m
	119,450
	
	

	18
	RpIC19A
	Dismantling the black pipe, for installations, assembled in the central heating installation by welding, in social purpose and dwelling buildings, when linking the distribution devices, columns etc. with a diameter of 3/8" -3/4"


	m
	23,000
	
	

	19
	RpIB11D
	Dismantling the heating registers with horizontal or vertical pipes from the steel tube, with 4-7 pipes 


	piece
	16,000
	
	

	20
	RpIB11C
	Dismantling the consoles or the supporting devices for liquidation 


	piece
	54,000
	
	

	21
	IC10F
	Black steel pipe with fillet and sleeve assembled by being screwed to the distribution pipes, in central heating installation for dwellings and social-cultural purpose buildings, the pipe has the diameter of 2"


	m
	119,450
	
	

	22
	RpIC35A
	Executing the conjunction of steel pipes’ ramifications for constructions, with diameter 54x3.5-60x3.5


	piece
	2,000
	
	

	23
	RpIF09B
	Insulating the pipes with special insulation collars, introduced on the pipes, with diameter and width to D=54x9 mm.


	m
	4,200
	
	

	24
	IC10B
	Black steel pipe with fillet and sleeve assembled by being screwed to the distribution pipes, in central heating installation for dwellings and social-cultural purpose buildings, the pipe has the diameter of 3/4"


	m
	21,000
	
	

	25
	IC38F
	The fitting piece, with 2 joins, from combined polypropylene through poly-fusion with the pipe from reinforced polypropylene having the exterior diameter of 63,0 mm


	piece
	42,000
	
	

	26
	ID04B
	Passing or retaining tap with sleeves for central heating installations, having the nominal diameter 1 1/4" -1 1/2"


	piece
	18,000
	
	

	27
	ID01B
	Tap with valve with double control (supply and return) for central heating installations, having the nominal diameter 3/4" -1"


	piece
	42,000
	
	

	28
	IB01A
	Cast iron radiators with free columns and circular section or united columns and elliptic section (375.00 sections of type MS 104 or equivalent) standard for the radiator 3.125 sections/m2


	m2
	53,760
	
	

	29
	RpID07A
	Assembling the airing taps with valves, with the mobile key with d=1/4"-3/8"


	piece
	21,000
	
	

	30
	IB20A
	Support elements for the heating bodies, assembled in the brick wall.


	piece
	42,000
	
	

	31
	RpIC28B
	Assembling or intercalating on the pipes the fittings, to the existing pipes of central heating (sleeve, nipple, joint, T-joint, plug, reductions, Holland connector, etc.), with diameter 1 1/2"-2 1/2"


	piece
	42,000
	
	

	32
	IC40A
	Bracket for fixing the steel pipes for central heating or gas installation, assembled on gimlets of  1" inclusively, on PVC gimlets on brick walls


	piece
	86,000
	
	

	33
	IE01A
	Performing the under pressure impermeability testing of the central heating installation, having pipes from steel, copper, polyethylene or polypropylene, with heating bodies, heating devices, fittings, distributors, collectors, reservoirs, and airing taps, with the total area of the heating bodies up to 100 m2


	m2
	62,500
	
	

	34
	IE02A
	Performing the under pressure impermeability testing of the central heating installation, having pipes from steel, copper, polyethylene or polypropylene, with heating bodies, heating devices, fittings, distributors, collectors, reservoirs, and airing taps, with the total area of the heating bodies up to 100 m2


	m2
	62,500
	
	

	35
	IE08A
	Washing with drinking water the internal installation of central heating, the total area of the bodies being up to 100 m2


	m2
	62,500
	
	

	36
	RpCU05G
	Executing the perforation for the pipes or ties in the walls of bricks of 26 -50 cm thickness


	piece
	12,000
	
	

	37
	RpCU07B
	Caulking the holes in the walls with cement-lime mortar, after installations or consolidations


	piece
	120,000
	
	

	38
	CN23B
	Paintings of superior quality of the functional installations, executed with oil-based paint on pipes with the exterior diameter over 34 mm inclusively


	m2
	119,450
	
	

	39
	CN23A
	Paintings of superior quality of the functional installations, executed with oil-based paint on pipes with the exterior diameter up to 34 mm inclusively


	m
	23,000
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	 Total   Heating events’ hall  
Including salary
	
	
	
	

	
	
	1.2.2. Dismantling the events’ hall 
	
	
	
	

	40
	RpSA02A
	Dismantling the zincate steel pipe, existing outside the building, in distance channels with a diameter of  1/2"-1" (water pipeline)


	m
	19,500
	
	

	41
	RpSB03A
	Removing the pipe from polyvinyl chloride ( PVC) non-plasticized light type, having the diameter  32 mm - 50 mm (sewage)


	m
	8,000
	
	

	42
	RpSC05A
	Dismantling a pottery washstand, including the accessories


	piece
	4,000
	
	

	43
	RpCK41A
	Dismantling the flooring from planks, cases, etc.


	m2
	246,700
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	Total Dismantling the events’ hall
Including salary
	
	
	
	

	
	
	1.2.3. Sanitary works 
	
	
	
	

	44
	RpSA15A
	Heavy-type polyvinyl chloride pipe, joined by gluing with the connecting pipes to the sanitary object, in dwelling and social-cultural buildings, with the diameter of 16 mm


	m
	19,500
	
	

	45
	RpSB13C
	Installing plastic sewer pipe , combined with rubber case, surface-mounted or buried under the floor, having a diameter of 50 mm


	m
	8,000
	
	

	46
	RpSB14C
	Installing the linking piece from plastic for sewerage, combined with rubber case, having the diameter of 50 mm. Bends.  


	piece
	3,000
	
	

	47
	RpSB14C
	Installing the linking piece from plastic for sewerage, combined with rubber case, having a diameter of 50 mm. T-bends.  


	piece
	4,000
	
	

	48
	RpSC21A
	Mounting the sink from sanitary semi-porcelain or porcelain, etc. including for disabled people, with the sewerage pipe of plastic material, mounted on a console on brick walls or autoclaved aerated concrete walls


	piece
	4,000
	
	

	49
	SD04A
	Mounting the static mixing battery with swinging boom for the washbasin, regardless of the switch-off model, including for disable people, with the diameter of 1/2"


	piece
	4,000
	
	

	50
	RpSD34A
	Mounting the tap for the washbasin or sink, regardless of the switch-off model, including for disable people, with the diameter of 1/2"


	piece
	4,000
	
	

	51
	RpSD22A
	Mounting the passing tap with sleeve or Holland-based connector, for the steel pipe, with the diameter of 3/8"-1/2"  


	piece
	1,000
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	 Total  Sanitary works  
Including salary
	
	
	
	

	
	
	1.2.4. Flooring in the events’ hall 
	
	
	
	

	52
	RpCB02D1
	Concrete poured into molds (on one side), in continuous or isolated foundations, in weakly demanded radiation, for underground walls, parapets, massive etc., in existing buildings, concrete prepared with on-site concrete mixer and pouring with classical means of reinforced concrete C-15/12 Bc15 (B200), for underpinning works. Supporting the floor caps. 


	m3
	4,870
	
	

	53
	RpCK02A
	Repair plank wood flooring blanks, 24 mm thick , battered jointly on oak, resinous or existing rulers, placed on a layer of rubble 8 cm thick; the capping will be painted 2 times, a carbo-linoleum , in rooms over 16 square meters, executed in a single row of planks on 50x80 mm oak rules


	m2
	195,500
	
	

	54
	RpCK02D
	Repair plank wood flooring blanks, 24 mm thick , battered jointly on oak, resinous or existing rulers, placed on a layer of rubble 8 cm thick; the capping will be painted 2 times, a carbo-linoleum , in rooms over 16 square meters, executed n two rows and an intermediary layer of bituminous cardboard, placed on 50x80 mm oak rules


	m2
	51,200
	
	

	55
	CH09A
	Interior straight stairs from hardwood (oak  ) any length, wooden steps and risers


	m
	16,200
	
	

	56
	RpCK09D
	Mounting the horizontal skirting at the walls of oak , beech or resinous, max 15 cm wide, cleaned and mounted on dowels with brass screws, including termination of the recessed zone in the wall and floor, in rooms over 16 sqm


	m
	85,800
	
	

	57
	CN19B
	Painting with paints and varnishes based on alkyd resins in organic solvents, applied on the wooden carpentry with a coat of penetrating primer and 3 coats of paint based on alkyd resins in organic solvents


	m2
	246,700
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	Total Flooring in the events’ hall
Including salary
	
	
	
	

	
	
	1.2.5. Repairing works in the events’ hall
	
	
	
	

	58
	VB22A
	Discharge port on 2 and 3 directions of type I


	piece
	6,000
	
	

	59
	VA03A
	Production and installation of channels from non-plasticized PVC, according details 60/625 and 60/633, thickness from 4.0 to 10.0 mm, having the perimeter of the section of 250-400 mm and 4.0 mm thickness 


	m2
	36,900
	
	

	60
	RpCJ35A
	Clearing the exterior and interior coating from the walls and ceiling 


	m2
	337,300
	
	

	61
	CN53A
	Coating the internal surfaces of the walls and ceilings 


	m2
	337,300
	
	

	62
	RpCJ12A
	Exterior plastering trowel, executed in cement mortar M 100-T of 2 cm average thickness, for walls from concrete or bricks, with plain surfaces


	m2
	337,300
	
	

	63
	CF50B
	Interior coating of 5 mm thickness, executed manually, with gypsum-based dry mixture, for walls and dividing walls, manual preparation of the mortar.


	m2
	325,200
	
	

	64
	CF57A
	Manual application of the gypsum-based putty of type "Eurofin" or equivalent thickness 1,0 mm on the ceiling, walls and columns’ areas. 


	m2
	325,200
	
	

	65
	CI09A
	Plywood from porcelain tile plates, partially vitrified, coated, mate, fixed on adhesive paste, including jointing with grout, executed on plain surfaces of walls, pylons and interior beams, applied with adhesive, in constructions in which specific requirements are imposed regarding the quality of design execution and the architectural value


	m2
	12,100
	
	

	66
	CN53A
	Coating the internal surfaces of the walls and ceilings 


	m2
	325,200
	
	

	67
	CN06A
	Interior painting with paints based on vinyl copolymers in water emulsion,  applied in 2 layers on the existing fillings, executed manually.


	m2
	325,200
	
	

	68
	CK29F
	Suspended ceiling from pre-manufactured panels of type "Armstrong"or equivalent, including the system-grid


	m2
	246,700
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	 Total  Repairing works in the events’ hall 
Including salary
	
	
	
	

	
	
	1.2.6. Repairing works of the gallery 
	
	
	
	

	69
	RpCJ35A
	Clearing the interior coating from the walls and ceiling 


	m2
	123,220
	
	

	70
	CN53A
	Coating the internal surfaces of the walls and ceilings 


	m2
	123,220
	
	

	71
	RpCJ12A
	Exterior plastering trowel, executed in cement mortar M 100-T of 2 cm average thickness, for walls from concrete or bricks, with plain surfaces


	m2
	123,220
	
	

	72
	CF50B
	Interior coating of 5 mm thickness, executed manually, with gypsum-based dry mixture, for walls and dividing walls, manual preparation of the mortar.


	m2
	123,220
	
	

	73
	CF57A
	Manual application of the gypsum-based putty of type  "Eurofin" or equivalent thickness 1,0 mm on the ceiling, walls and columns’ areas. 


	m2
	123,220
	
	

	74
	CN53A
	Coating the internal surfaces of the walls and ceilings 


	m2
	123,220
	
	

	75
	CN06A
	Interior painting with paints based on vinyl copolymers in water emulsion,  applied in 2 layers on the existing fillings, executed manually.


	m2
	123,220
	
	

	76
	CK29F
	Suspended ceiling from pre-manufactured panels of type "Armstrong" or equivalent, including the system-grid


	m2
	74,230
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	 Total  Repairing works in the events’ hall 
Including salary
	
	
	
	

	
	
	1.2.7. Flooring of the gallery 
	
	
	
	

	77
	CG01A
	Supporting layer for flooring executed from cement mortar M 100-T of 3 cm thickness with delicately smoothed face 


	m2
	74,230
	
	

	78
	CG47D
	Ceramic tile floors, including the support layer from adhesives (dry mix) , plaque size : 300 x 300 mm 


	m2
	74,230
	
	

	79
	CG18A
	Horizontal plinths with maximum height of 15 cm for the walls out of ceramic plates fixed with cement mortar M 100-T, including the cleaning and washing with water, in premises with areas wider than 16 m2


	m
	57,040
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	Total Flooring in the gallery
Including salary
	
	
	
	

	
	
	1.2.8. Heating sports hall 
	
	
	
	

	80
	RpIF01A
	Draining the central heating installation so as to perform the repairing works


	m2
	76,000
	
	

	81
	RpIC19C
	Dismantling the black pipe, for installations, assembled in the central heating installation by welding, in social purpose and dwelling buildings, when linking the distribution devices, columns etc. with a diameter of 1 1/1" -2"


	m
	119,450
	
	

	82
	RpIC19A
	Dismantling the black pipe, for installations, assembled in the central heating installation by welding, in social purpose and dwelling buildings, when linking the distribution devices, columns etc. with a diameter of 3/8" -3/4"


	m
	23,000
	
	

	83
	RpIB11D
	Dismantling the heating registers with horizontal or vertical pipes from the steel tube, with 4-7 pipes 


	piece
	14,000
	
	

	84
	RpIB11C
	Dismantling the consoles or the supporting devices for liquidation 


	piece
	54,000
	
	

	85
	IC10F
	Black steel pipe with fillet and sleeve assembled by being screwed to the distribution pipes, in central heating installation for dwellings and social-cultural purpose buildings, the pipe has the diameter of 2"


	m
	96,000
	
	

	86
	RpIC35A
	Executing the conjunction of steel pipes’ ramifications for constructions, with diameter 54x3.5-60x3.5


	piece
	8,000
	
	

	87
	IC10B
	Black steel pipe with fillet and sleeve assembled by being screwed to the distribution pipes, in central heating installation for dwellings and social-cultural purpose buildings, the pipe has the diameter of 3/4"


	m
	31,000
	
	

	88
	IC38F
	The fitting piece, with 2 joins, from combined polypropylene through poly-fusion with the pipe from reinforced polypropylene having the exterior diameter of 63,0 mm


	piece
	42,000
	
	

	89
	ID04B
	Passing or retaining tap with sleeves for central heating installations, having the nominal diameter 1 1/4" -1 1/2"


	piece
	16,000
	
	

	90
	ID01B
	Tap with valve with double control (supply and return) for central heating installations, having the nominal diameter 3/4" -1"


	piece
	40,000
	
	

	91
	IB01A
	Cast iron radiators with free columns and circular section or united columns and elliptic section (375.00 sections of type MS 104 or equivalent) norm for the radiator 3.125 sections/m2


	m2
	51,200
	
	

	92
	RpID07A
	Assembling the airing taps with valves, with the mobile key with d=1/4"-3/8"


	piece
	20,000
	
	

	93
	IB20A
	Support elements for the heating bodies, assembled in the brick wall.


	piece
	40,000
	
	

	94
	RpIC28B
	Assembling or intercalating on the pipes the fittings, to the existing pipes of central heating (sleeve, nipple, joint, T-joint, plug, reductions, Holland connector, etc.), with diameter 1 1/2"-2 1/2"


	piece
	40,000
	
	

	95
	IC40A
	Bracket for fixing the steel pipes for central heating or gas installation, assembled on gimlets of  1" inclusively, on PVC gimlets on brick walls


	piece
	80,000
	
	

	96
	IE01A
	Performing the under pressure impermeability testing of the central heating installation, having pipes from steel, copper, polyethylene or polypropylene, with heating bodies, heating devices, fittings, distributors, collectors, reservoirs, and airing taps, with the total area of the heating bodies up to 100 m2


	m2
	56,700
	
	

	97
	IE02A
	Performing the under pressure impermeability testing of the central heating installation, having pipes from steel, copper, polyethylene or polypropylene, with heating bodies, heating devices, fittings, distributors, collectors, reservoirs, and airing taps, with the total area of the heating bodies up to 100 m2


	m2
	56,700
	
	

	98
	IE08A
	Washing with drinking water the internal installation of central heating, the total area of the bodies being up to 100 m2


	m2
	56,700
	
	

	99
	RpCU05G
	Executing the perforation for the pipes or ties in the walls of bricks of 26 -50 cm thickness


	piece
	12,000
	
	

	100
	RpCU07B
	Caulking the holes in the walls with cement-lime mortar, after installations or consolidations


	piece
	120,000
	
	

	101
	CN23B
	Paintings of superior quality of the functional installations, executed with oil-based paint on pipes with the exterior diameter over 34 mm inclusively


	m2
	119,450
	
	

	102
	CN23A
	Paintings of superior quality of the functional installations, executed with oil-based paint on pipes with the exterior diameter up to 34 mm inclusively


	m
	23,000
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	 Total   Heating sports hall  
Including salary
	
	
	
	

	
	
	1.2.9. Repairing works in the sports hall
	
	
	
	

	103
	VB22A
	Discharge port on 2 and 3 directions of type I


	piece
	2,000
	
	

	104
	RpCJ35A
	Dismantling interior plastering coating from the walls 


	m2
	406,800
	
	

	105
	CN53A
	Coating the internal surfaces of the walls 


	m2
	406,800
	
	

	106
	RpCJ12A
	Exterior plastering trowel, executed in cement mortar M 100-T of 2 cm average thickness, for walls from concrete or bricks, with plain surfaces


	m2
	406,800
	
	

	107
	CF50B
	Interior coating of 5 mm thickness, executed manually, with gypsum-based dry mixture, for walls and dividing walls, manual preparation of the mortar.


	m2
	408,600
	
	

	108
	CF57A
	Manual application of the gypsum-based putty of type  "Eurofin" or equivalent thickness 1,0 mm on the walls’ areas.


	m2
	408,600
	
	

	109
	CN53A
	Coating the interior surface of the ceiling. 


	m2
	406,800
	
	

	110
	CN06A
	Interior painting with paints based on vinyl copolymers in water emulsion,  applied in 2 layers on the existing fillings, executed manually.


	m2
	406,800
	
	

	111
	RpCJ35A
	Cleaning the lime varnish from the ceiling. 


	m2
	276,000
	
	

	112
	CN53A
	Coating the interior surface of the ceiling. 


	m2
	276,000
	
	

	113
	CF52B
	Interior coating of 5 mm thickness, executed manually, with gypsum-based dry mixture, for the ceiling, manual preparing of the mortar 


	m2
	276,000
	
	

	114
	CF57A
	Manual application of the gypsum-based putty of type "Eurofin" or  equivalent thickness 1,0 mm on the ceilings’ areas. 


	m2
	276,000
	
	

	115
	CN53A
	Coating the internal surfaces of the walls and ceilings 


	m2
	276,000
	
	

	116
	CN06A
	Interior painting with paints based on vinyl copolymers in water emulsion,  applied in 2 layers on the existing fillings, executed manually.


	m2
	276,000
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	 Total  Repairing works in the sports hall 
Including salary
	
	
	
	

	
	
	1.2.10. Flooring in the sports hall 
	
	
	
	

	117
	RpCK02A
	Repair plank wood flooring blanks, 24 mm thick , battered jointly on oak, resinous or existing rulers, placed on a layer of rubble 8 cm thick; the capping will be painted 2 times, a carbo-linoleum , in rooms over 16 square meters, executed in a single row of planks on 50x80 mm oak rules


	m2
	276,000
	
	

	118
	CH09A
	Interior straight stairs from hardwood (oak , beech , elm ) any length, wooden steps and risers


	m
	4,800
	
	

	119
	RpCK09D
	Mounting the horizontal skirting at the walls of oak , beech or resinous, max 15 cm wide, cleaned and mounted on dowels with brass screws, including termination of the recessed zone in the wall and floor, in rooms over 16 sqm


	m
	71,000
	
	

	120
	CN19B
	Painting with paints and varnishes based on alkyd resins in organic solvents, applied on the wooden carpentry with a coat of penetrating primer and 3 coats of paint based on alkyd resins in organic solvents


	m2
	276,000
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	Total Flooring in the sports hall
Including salary
	
	
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	Total Interior works
Including salary
	
	
	
	

	
	
	1.3. Exterior construction works
	
	
	
	

	
	
	1.3.1. Roof
	
	
	
	

	
	
	1.3.1.1. Dismantling the roof 
	
	
	
	

	121
	RpCI42F
	Removing the roof - bitumen elements in one or two layers


	m2
	753,190
	
	

	122
	RpCI42B
	Removing the roof elements - roofing boards, asbestos-cement , PVC, cardboard , canvas , reeds , etc., including clipping the recoverable board


	m2
	78,500
	
	

	123
	RpCK42A
	Dismantling the cold flooring from concrete and cement mortar Removing the damaged blanket. 


	m2
	753,190
	
	

	124
	RpCI42B
	Removing the roof elements - roofing boards, asbestos-cement, PVC, cardboard , canvas , reeds , etc., including clipping the recoverable board Dismantling the covering at the entry into the sports hall. 


	m2
	21,080
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	Total Dismantling the roof
Including salary
	
	
	
	

	
	
	1.3.1.2. Construction works for the roof
	
	
	
	

	125
	RpCE12B
	Support layer for waterproofing executed during the repairing of the terrace, with cement mortar M 100T 3.5-4 cm thick, reinforced with wire black mesh of 2.5 mm having 30/30 mm holes 


	m2
	753,190
	
	

	126
	CF10A
	Exterior coating sprayed on brick or concrete masonry with the thickness of 2,5 cm, executed manually, with cement-lime mortar M 50-T for sprit and lime-cement mortar M 25-T for the ground or continuously visible layer Plastering the parapets. 


	m2
	25,400
	
	

	127
	IzF01B
	Priming the surface for applying diffusion layer, a barrier against vapors, heat-insulation or waterproofing on horizontal surfaces, angled or vertical, with suspension of filtered bitumen modification ( subif) in a layer


	m2
	753,190
	
	

	128
	RpCI12B
	Cover from flat boards, in existing buildings, including valleys , aprons, etc. connection to the chimney , having double joints , made of 0.5 mm thick flat boards of galvanized steel or aluminum. When recovering the atmospheric water an sending it to the transmission pipes. 


	m2
	78,500
	
	

	129
	CE13A2
	Covers for the roofs with modified bitumen membranes bonded with flame in bilayer system, on horizontal surface mounted on continuous support 


	m2
	753,190
	
	

	130
	CE23C2
	Sills and awnings made of galvanized sheet of 0.5 mm thickness on a layer of roofing felt mounted on a equalization dig of cement - lime mortar -T M 100 , secured on concrete elements, for lengths of more than 2 m, with width between 31-50 cm. Covering the parapets. 


	m
	10,160
	
	

	131
	CE22A
	Systems of brass-type tubing from anticorrosive protected board


	m
	58,500
	
	

	132
	CE26A1
	Simple softwood framing, placed directly on walls, composed of purlins and rafters for roofing felt or tin roof, with 1 or 2 slopes, performed on surfaces up to 25 square meters per a workstation , including the anchoring and fastening forge: sawn timber


	m2
	14,600
	
	

	133
	CE30A
	Covers or valley roof covering from roofing tiles, Eternit type plates from rough wood planks (24 mm thick), in usual construction. Norm 0,024m3/m2

	m2
	14,600
	
	

	134
	CK17A1
	Paneling executed on the site in quantities over 10 m2 from resinous timber, in panels and cases or plates.  Closing the covers. 


	m2
	2,600
	
	

	135
	CK28A
	Suspended ceilings executed on the site from oak wood. Wood planks for covers. 


	m2
	14,300
	
	

	136
	CE17A
	Additional polymeric membrane for anticondens layer, assembled under the tile covering imprinted board plates 
	m2
	21,080
	
	

	137
	CE07A
	Covering from imprinted board plates (roof tile) for covering the roofs (Monterey type or equivalent) (domes) 
	m2
	35,680
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	 Total  Construction works for the roof 
Including salary
	
	
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	Total Roof
Including salary
	
	
	
	

	
	
	1.3.2. Exterior repairing works 
	
	
	
	

	138
	RpCJ35B
	Discomposing the special exterior coating in stone dust, mosaic, etc. 


	m2
	603,060
	
	

	139
	RpCB18A
	Demolishing the old concrete with manual means, foundations and elevations with a dosing up to 150 kg/mc Removing the entries to the basement. 


	m3
	0,980
	
	

	140
	RpCB18A
	Demolishing the old concrete with manual means, foundations and elevations with a dosing up to 150 kg/mc Removing the porch


	m3
	5,300
	
	

	141
	RpCB02C1
	Concrete poured into molds (on one side), in continuous or isolated foundations, in weakly demanded radiation, for underground walls, parapets, massive etc., in existing buildings, concrete prepared with on-site concrete mixer and pouring with classical means of reinforced concrete C-10/8 Bc10 (B150), for underpinning works. Covering the porch with concrete. 


	m3
	19,460
	
	

	142
	RpCB02C1
	Concrete poured into molds (on one side), in continuous or isolated foundations, in weakly demanded radiation, for underground walls, parapets, massive etc., in existing buildings, concrete prepared with on-site concrete mixer and pouring with classical means of reinforced concrete C-10/8 Bc10 (B150), for underpinning works. Repairing the entries to the basement. 


	m3
	2,250
	
	

	143
	RpCC04A1
	Formworks of resinous planks of wood, up to 6,00 m height, with concrete poured for completing or redoing, in existing constructions, of over 20 m height, of special type (for cases from variable sections, paneled floors, polygonal surfaces of the floors, etc.) excluding the supports 


	m2
	45,600
	
	

	144
	CN53A
	Coating the internal surfaces of the walls 


	m2
	603,060
	
	

	145
	RpCJ12A
	Exterior plastering trowel, executed in cement mortar M 100-T of 2 cm average thickness, for walls from concrete or bricks, with plain surfaces


	m2
	603,060
	
	

	146
	IzF54A
	External insulation of buildings with fine plaster on thermal insulation (rigid fixation systems of the thermal insulation), smooth wall surface with 25 EPS polystyrene plate of 10 cm thickness, and dips framing rock-wool 


	m2
	603,060
	
	

	147
	CN54B
	Manual application of the quartz ground of type “Gleta" or equivalent in one layer, for the exterior walls of the facade.  


	m2
	603,060
	
	

	148
	CF30A
	Exterior coating of 2-3 mm thickness, executed manually, with of type “TINC” or equivalent mixture on the walls.


	m2
	603,060
	
	

	149
	RpCJ12A
	Exterior plastering trowel, executed in cement mortar M 100-T of 2 cm average thickness, for walls from concrete or bricks, with plain surfaces Basement


	m2
	63,530
	
	

	150
	CI21A
	Plating the walls with ceramic-granite plates: size up to 400 x 400 mm. Basement


	m2
	73,530
	
	

	151
	CI21A
	Plating the walls with ceramic-granite plates: size up to 400 x 400 mm. Plating the stairs. 


	m2
	15,300
	
	

	152
	CH06B
	Current metal mine mounted on 15 cm pylons, spaced at distances of 1 .... 1.2 m provided with welded rings , fixed to a brick wall or concrete parapet, made of cold-made steel profiles, right


	m
	26,300
	
	

	153
	CN25A
	Paint on metal surfaces made with anticorrosion mono-component paint based on natural asphalt, oils, fibers, aluminum pigments and solvents applied in 2 coats manually


	m2
	15,600
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	Total Exterior repairing works
Including salary
	
	
	
	

	
	
	1.3.3. Transportation and falsework 
	
	
	
	

	154
	CB14A
	Tubular metallic scaffold for works of vertical areas for heights up to 30 m inclusively, with immobilization of the scaffold for 25 days (200 hours)


	m2
	1 063,000
	
	

	155
	TsI50A6
	Transportation of the ground with the dumper at a distance of 6 km 


	t
	95,600
	
	

	156
	RpCU09C
	Transportation with manual means through direct transportation up to 60 m distance with a loading up to 50 kg (for 1 m transported on the vertical is considered to be 10 on the horizontal). Removing the waste from the bridges. 


	t
	95,600
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	 Total  Transportation and falsework  
Including salary
	
	
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	 Total  Exterior construction works 
Including salary
	
	
	
	

	
	
	1.4. Arranging the access, removing the pluvial water 
	
	
	
	

	157
	RpDB37A
	Scouring the asphalt up to 3 cm thick, made of permanent asphaltic carpets, asphaltic cement or asphaltic mortar


	m2
	445,990
	
	

	158
	TsC02B1
	Mechanic digging with pneumatic excavator of 0,21-0,39 m3, with hydraulic command, in grounds with natural humidity, and unloading on the field storage of cat. II.


	100 m3
	1,870
	
	

	159
	RpDD01A
	Foundation or re-profiling layer from crushed stone, for roads with manual covering, executed with wedging or renewal


	m3
	62,600
	
	

	160
	TsA03C
	Manual excavation of land in confined spaces , having 1.00 m in width , made without support , with sloping embankment foundations , channels , etc. , cohesive or poorly cohesive, consistent land , up to 0.75 m deep hard ground


	m3
	15,840
	
	

	161
	CO03A
	Edging for sidewalks based on mortar of M 100-T of 5 cm thick, on a concrete foundation, class C 5/4 of about 15 cm thick, with joints filled with mortar


	m
	310,000
	
	

	162
	DE17B
	Pavement made of precast concrete paving slabs laid on a layer of dry cement and sand mixture in the proportion 1: 3 , embroidered with dry mixture of cement and sand , 10 cm thick layer of paving 
	m2
	345,990
	
	

	163
	DE09A
	Edging stone pavement, having the size 30x25 cm on concrete foundation of 35x15 cm. 


	m
	86,000
	
	

	164
	TsC54B
	Foundation layer from crushed stone


	m3
	39,000
	
	

	165
	DB14A
	The base layer of asphalt hot-made mix, with manual covering 


	t
	81,500
	
	

	166
	DB15D
	Clothing mortar asphalt, cold-made, with filtered modified bitumen suspension (subif) 4.0 cm thick


	m2
	850,000
	
	

	167
	CG17D
	Flooring from ceramic plates  “Porcelain for exterior”, including the support layer from adhesive mortar executed on areas wider than 16 m2 


	m2
	15,100
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	Total Arranging the access, removing the pluvial water
Including salary
	
	
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Social and health insurance
	27.5%
	
	
	

	
	
	Total
	 
	
	
	

	
	
	Transportation of materials 
	%
	
	
	

	
	
	Direct cost
	 
	
	
	

	
	
	Overhead costs
	%
	
	
	

	
	
	Total
	 
	 
	
	

	
	
	 Total  Construction works  
Including salary
	
	
	
	

	
	
	2. Electricity
	
	
	
	

	168
	RpEA05A
	Assembling the insulating, light flexible tube with flexible covering of plastic material (IPFY), with the diameter up to 15 mm


	m
	436,000
	
	

	169
	RpEB01A
	Assembling the masked conductors, of copper, in tubes, protection elements, flush mountable, with the section up to 16 mmp. 2*1.5mm


	m
	436,000
	
	

	170
	RpEA05B
	Assembling the insulating, light flexible tube with flexible covering of plastic material (IPFY), with the diameter 16-25 mm 3*2.5 copper


	m
	87,000
	
	

	171
	RpEB01B
	Assembling the masked conductors, of copper, in tubes, protection elements, flush mountable, with the section up to 25 mm2.


	m
	87,000
	
	

	172
	RpEA05C
	Assembling the insulating, light flexible tube with flexible covering of plastic material (IPFY), with the diameter over 25 mm


	m
	48,000
	
	

	173
	RpEB01B
	Assembling the masked conductors, of copper, in tubes, protection elements, flush mountable, with the section up to 25 mm2. 4*4mm copper


	m
	48,000
	
	

	174
	RpEG05D
	Assembling the electricity distribution boards for apartments, including connection to the installation of the electrical block of 4 circuits without meter


	piece
	2,000
	
	

	175
	RpEE14A
	Assembling the unipolar switchers – simple switcher type 1

	piece
	18,000
	
	

	176
	RpEE03A
	Assembling bipolar sockets in normal constructions from bakelite or amino-plastic, simple, double, water-proof construction, seals, metallic or similar seals, assembled under coating or visibly on the wood or plastic gimlets


	piece
	22,000
	
	

	177
	08-02-144-3
	Connecting the wires of the conductors or of the cables to the clamps, section up to 16 mm2 16 mm2


	100 pieces
	2,150
	
	

	178
	RpEA06A
	Mounting the derivation doses for the installation pipes, with the diameter up to 1 1/2"


	piece
	11,000
	
	

	179
	RpEF02A
	Assembling the multiple fittings, for tubular fluorescent lamps, any type, ceiling or wall based, including the support device, type CGA 140-485 completely equipped. With 4 bulbs 4*18W 


	piece
	38,000
	
	

	180
	RpEF12A
	Mounting lamps (bulbs): incandescent bulbs 18W


	piece
	152,000
	
	

	181
	RpEF02A
	Assembling the multiple fittings, for tubular fluorescent lamps, any type, ceiling or wall based, including the support device, type CGA 140-485 completely equipped. (Light fittings for the sports halls, with protection case)


	piece
	42,000
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	
	
	

	
	
	Social and health insurance
	27.5%
	
	
	

	
	
	Total
	 
	
	
	

	
	
	Transportation costs
	%
	
	
	

	
	
	Direct cost
	 
	
	
	

	
	
	Overhead costs
	%
	
	
	

	
	
	Total
	 
	 
	
	

	
	
	Total Electricity
Including salary
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	Total
	 lei
	 lei
	
	

	
	
	Estimate benefit
	%
	%
	
	

	
	
	Total
	 
	 
	
	

	
	
	Total estimates:

Including salary
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	                                       (position, signature, name, surname)

	Verified
	

	                                      (position, signature, name, surname)


